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Professional Two-Way Radio

Accessories
GENERAL

Transmitter

SD-125E V2  148-174 MHz 
SD-125E U1  400-430 MHz
SD-125E U2  440-470 MHz
Channel Bandwidth 25/12.5 kHz
PLL Channel Step 2.5 kHz, 5 kHz, 6.25 kHz
Power Requirement 9-18 V DC, 12V nominal
Temperature Range -22° to 140° F, -30° to +60° C
Dimension (L/W/H)  4.6 x 2.4 x 1.19” (117x62x30 mm)
Weight   7.7 oz (218 gm)

Manufactured to ISO-9001:2000 quality standards.

T e c N e t  I n t e r n a t i o n a l ,  I n c .

Output Power  5/1 Watt VHF/UHF
Spurious Emissions -60 dBc
FM Hum and  Noise -40 dB @ 12.5 kHz
   -40 dB @ 25 kHz
Modulation Sensitivity 100 mV RMS @ 60% peak dev.

Receiver
Sensitivity  .25 uV VHF  .35 µV UHF
Selectivity  -60 dB @ 12.5 kHz
   -70 dB @ 25 kHz
Intermodulation  -65 dB
Spurious Response -70 dB
Intermodulation  -65 dB
Audio Output   2.5 V @ 600 Ω

BNC Antenna VHF and UHF (both UHF bands)• 
RS-232 Programming Cable • 
Programming Software, Win XP• 

       (backward compatible with SD-125)

Contact Information

SD-125E Series Data Radio

Specifi cations

Preliminary Information

FCC / Industry Canada
SD-125E V2 RXUSD-125EV4    153B-SD125EV2
SD-125E U1 RXUSD-125EU1    153B-SD125EU1
SD-125E U2 RXUSD-125EU2    153B-SD125EU2 RoHS

2002/95/EC

1)  Data In
2)  Data Out
3)  PTT
4)  Ground
5)  B+ (9-18Vdc)

9)  Speaker
8)  Switch
7)  Mic In
6)  Carrier Detect

DE-9 Male Connector Pin Out


