


Preliminary Information

Speuﬁcatlons Accessories
GENERAL
BNC Molded 6” Antenna VHF and UHF
SD-171E V 146-174 MHz FFSK 4800 Baud Modem
SD-174E U 450-490 MHz GMSK 9600 Baud Modem
Channel Bandwidth 25/12.5 kHz
PLL Channel Step 2.5 kHz, 5 kHz, 6.25 kHz
Power Requirement 9-18 V DC, 12V nominal
Temperature Range -22° to 140° F, -30° to +60° C

Dimension (L/W/H) 4.6 X 2.4 X 1.4” (117x62x35 mm)

Weight 9.4 0z (267 gm)

Manufactured to 1SO-9002:2000 quality standard.

RoHS
2002/95/EC

Transmitter
Output Power 5/1 Watt VHF/UHF
Spurious Emissions -60 dBc

FM Hum and Noise >40dB @ 12.5 kHz
>40dB @ 25 kHz

Modulation Sensitivity 100 mV RMS @ 60% peak dev.

Receiver
Sensitivity VHF/UHF 30wV @12.5 kHz
28uV @ 25 kHz
Selectivity >60dB @ 12.5 kHz
>70dB @ 25 kHz
Intermodulation 70 dB
Spurious Response 65 dB
Intermodulation 70 dB
Audio Output 2.5V @ 600Q

DB-15 CONNECTOR

BUSY 6 = =

DATA MOD IN 1 11 SERIAL DATA OUT (OPT)
MIC IN (AF) 7

Data OUT (AF) ) 12 SERIAL BUSY OUT (OPT)
SERIAL INJOUT PROG 8

PTT IN 3 13 GPS DATA IN (OPT)
SPK OUT 9

VIN(12V) 4 14 DGPSDATAIN (OPT)
SERIAL DATA IN (OPT) 10

SERIAL OUT (PROG.) 5 15 GPSDATA OUT (OPT)

\/BODY GROUND

FCC / Industry Canada

SD-171E RXUSD-171E  153B-SD-171E
SD-174E RXUSD-174E  153B-SD-174E

Contact |nformation

TecNet International, Inc.

11535 W. 83rd Terrace, Lenexa, KS 66214
Tele: 800-456-2071 Toll Free U.S.

Tele: 913-859-9515

FAX: 913-859-9550

Web: www.tecnetusa.com

e-mail: tecnet@tecnetusa.com



